
CinematowerV

The CinematowerV from IMI Cornelius, in its 5th improved generation strengthens Coca-Cola’s 
brand presence within the cinema environment maximising impulse sales with its large illuminated 
merchandising panel. The CinematowerV is also available with a screen display that further 
enhances the merchandising effect with moving pictures.

Key features

 Tower for large-scale postmix dispensing 
 Sturdy design made of stainless steel 
 Available with 8 or 10 taps 
 Illuminated, eye-catching merchandising display 
 Optionally with a 19” 16:9 TFT display with integrated player 
 4-size portioning with improved and service friendly technology 
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IMI Cornelius reserves the right to modify the details in the publication as 
products and specifications are updated and improved. All data contained
in this literature is correct at time of print. To ensure technical data is accurate
please contact IMI Cornelius prior to placing your order.

Technical data
Number of taps:     8 or 10
Tap variants:     SF1, CC1, LVV

Electrical
Taps:      24 V/50 Hz
Illumination:     230 V/50 Hz

Weight
Shipping weight 8-tap:    46 kg
Shipping weight 10-tap:    52 kg

Fastening
Compatible with the previous model

Included:    suitable drip tray to
    customer’s requirements

Versions and order numbers CinematowerV

8-tap      on request
10-tap      on request

Accessories:
Syrup sold-out display electronics
Syrup measuring path for 8-10 products   22 0097 442 

CO2 pressure regulator panels   on request

SC Python
5x13 mm, 10x10 mm, 2x4 mm
Iso 19 mm, cable 10 x 0.75 mm
Python diameter 110 mm     14 8910 105

Contact:
Phone: (0049) 02173 79 30
Fax: (0049) 02173 77 438
www.imi-cornelius.net
info@imi-cornelius.net

Advertising options:
Coca-Cola Script Logo

Popcorn advertising Coca-Cola

TFT Display 19 ", 16:9 TFT display with an integrated player for 
ComapctFlash memory cards, USB connection for fast data copying.
The USB connection is near the key switch and accessible from 
the outside. The display can also be connected to an external 
DVD Player via a cinch plug.

Material:
Completely made of stainless steel

Features of the new Control System

Partial function AE1
Electronics yes, in E box made of stainless steel in the device
Display yes, on the front panel
Key switch
Programme    yes, on the front panel
Buttons     yes, on the front panel 
    in the portion module
Emergency operation   yes
Read-out    yes
Intervals     yes
Deletion     yes
Cleaning mode    yes
Card reader/coin operation   yes as of approx. 06/2007
Printer output    yes, as an option with 
    AE2 and AE3
Waiter key    yes, as an option with AE3

515mm

 8-Valves 430mm
 10-Valves 470mm

8-Valves 880mm

10-Valves 1080mm


